
TECHNICAL GUIDE
PAVEMENT BOARDS - NEW Wind-Sign Waterbase Pro Black 

 Pavement board with 33 mm alu snap-frame 
cut in mitred with rounded corners. Antireflex 
APET front panels. Springs are treated to prevent 
corrosion. The foot is made of heavy duty plastic 
material and can be filled with water or sand to 
give the sign a really good stability even in rough 
weather conditions. Please add anti-freeze if be- 
low 0º C degrees. The 2  wheels makes the board 
easy to move around. Easy and fast to assemble.

 Kundenstopper mit 33 mm Aluprofilen mit 
Ecken auf Gehrung und abgerundeten Ecken, 
was das Verletzungsrisiko minimiert. Mit ent-
spiegelten APET Frontplatten. Die Federn sind 
gegen Rost behandelt. Der Fuß ist aus Kunstsoff 
hergestellt und kann mit Wasser oder Sand be-
füllt werden. Bei Minusgraden mit Frostschutz-
mittel mischen. 2. Ingetrierte Rollen erleichtern 
den Transport des Kundenstoppers. Die Montage 
ist schnelle und leicht.

 33 mm alu snap-frames skåret i gering og 
med pæne afrundede hjørner. Antirefleks APET 
frontplader. Fjedre er behandlet mod rust. Foden 
er lavet af slagfast plast og kan fyldes med vand 
eller sand for virkelig god stabilitet. I tilfælde af 
frost, påfyldes frostvæske. De to hjul, gør det 
nemt at flytte skiltet. Let og hurtig at samle.

Model Art.no. Poster size  Colour Total W x H x D Base filled Package size and weight  Pallet size and quantity
130 6085 50 x 70 cm  Black 72 x 99 x 53 cm 27,5 kg 59 x 100 x 4 + 56 x 75 x 18 cm 9,6 kg  80 x 120 x 220 cm 10 pcs.
130 6086 59,4 x 84,1 cm A1 Black 72 x 113 x 53 cm 27,5 kg  68 x 114 x 4 + 56 x 75 x 18 cm 10,6 kg  80 x 120 x 220 cm 8 pcs.
130 6087 70 x 100 cm  Black 90 x 129 x 63 cm 45,0 kg  79 x 130 x 4 + 61 x 93 x 18 cm 15,0 kg  80 x 120 x 220 cm 8 pcs.
130 6088 84,1 x 118,9 A0 Black 90 x 115 x 63 cm 45,0 kg  93 x 149 x 4 + 61 x 93 x 18 cm 15,9 kg  100 x 120 x 220 cm 8 pcs.
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CAN BE ORDERED WITH LOGO TOP
BY 50 PCS. OR MORE

WIND STABLE

OPTIONAL 
TRANSPORT 
TOOL  
ART. 12905


